BF Sensor Pinouts

BF-4 SENSOR PINOUT
= A: Ground

= B:V+(+12V)
C: V-(-12V)
D: Cal (4)

E: Cal (-)

F: Signal (+)
G: Signal (-)
H: Ground

Front View

Schlumberger

8-pin Tajimi connector pinout:
23A16-8AM

Connector mating part: 23B16-8AF
Dust cap: 16RC

BF-6 SENSOR PINOUT
= A: Ground

= B:V+(+12V)
C: V-(-12V)

D: Cal (4)

B (W)
F: Signal (+)

G: Signal (-) @ @ @

H: Ground

Front View

8-pin Tajimi connector pinout:
23A16-8AM

Connector mating part: 23B16-8AF
Dust cap: 16RC

BF-7 SENSOR PINOUT
= A: Ground

B: V+ (+12V)
C: V-(-12V)
D: Cal (+)

E: Cal (-)

F: Signal (+)
G: Signal (-)
H: Ground

Front View

8-pin Tajimi connector pinout:
23A16-8AM

Connector mating part: 23B16-8AF
Dust cap: 16RC




BF Sensor Pinouts

BF-10 SENSOR PINOUT 8-pin Tajimi connector pinout:
= A: Ground 23A16-8AM

B:V+(+12V) @ @ Connector mating part: 23B16-8AF
C: V-(-12V) Dust cap: 16RC

D: Cal (+)

E: Cal (-) @ @

F: Signal (+)

G: Signal (-) @ @

H: Ground @

Front View

BF-16 SENSOR PINOUT
= A: Common Connector: 851-06JC12-8P50

= B:V+
. CV @ @ Dust cap: MS3180-12CAL
= D: No connection Mating part: 851-02E12-8S50
= E: No connection @ Dust cap: MS3181-12CAL
F: Signal (+)
G: Common @ @ @

= H: No connection

Front View
BF-POD SENSOR PINOUT Main wmding end
Main winding direction -
Calibration winding direction
Calibration winding start Calibration winding end
|electrostatic shield|

Main winding start www.slb.com/emi
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